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Insulated panel building specifications

Client name: Affordable Portables

Quote number: 1033

Size: 6.0 x 3.0m male/female toilets
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Chassis 
Heavy duty 310 UB skids spaced at 1800mm centres

Flooring

15mm T & G plyfloor

Floor covering

1.5mm slip resistant ‘Grey’ vinyl sheet with welded seams and 100mm high feather edge ‘black’ skirting.
Walls  

Fully insulated 50mm thick wall panels constructed of a 0.06mm Colorbond and polystyrene panel

External - colour Paperbark, 

Internal - Surfmist
Roof and ceiling 

Fully insulated 50mm thick wall panels constructed of a 0.6mm Colorbond and polystyrene sandwich panel. Zincalume Trimdek roof sheets. 

Internal – Surfmist.
Gutters and downpipes- colour Paperbark.
2.4m ceiling height.

Trimmings  

Colour coded Aluminium extrusions

Door 

2 off 820mm Paperbark metal clad pre hung door fitted with standard entrance set.

Windows

Black Aluminium powder coated frame with sliding sash 

2 off 1200 x 350mm high windows (obscure glass)
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Electrics

To AS 3000 with external entry box distribution board fitted with RCD Lights and GPO’s as shown on drawing

HVAC

2 off exhaust fans
Internal Fittings
6 off stainless steel hand basins fitted with hot & cold flick mixer tap

6 off vitreous china toilet pan with dual flush PVC cisterns 

1 off wall mounted stainless steel urinal 1200mm wide (male only)
6 off 400 x 400mm mirrors above basins
2 off paper towel dispenser 

Note: All plumbing harnessed to two inlet/outlet points.
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